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SAFETY INFORMATION

Please read and follow all product instructions and safety information prior to use of this Food Service System and Replacement Cartridge. Retain
these instructions for future reference.

Intended Use and Product Selection:

The Ice-O-Matic Water Filtration System filters drinking water for your foodservice equipment, appliance, or faucet tap, also known
as a point-of-use system. The system is designed to be plumbed-in to a cold-water supply line of a commercial ice machine. This
product should be connected to a public or private drinking water supply system.

The system does not reduce all substances that could be present in your water. Verify this system meets your water treatment needs
by checking your incoming water quality before installation and the system’s capabilities.

The Ice-O-Matic Water Filtration System must be installed and maintained as specified in the installation instructions and in
compliance with applicable local plumbing codes and regulations. The system must be installed by a qualified professional.

Explanation of Sighal Word Consequensces

Indicates a hazardous situation which, if not avoided, could result in serious
WARNING: | jnjury or death.

NOTICE: Indicates a situation which, if not avoided, could result in property damage.

Installer: Please leave this manual with owner/operator.

WARNING:

Read entire product manual. Failure to follow all product instructions and warnings could cause personal injury from exposure to contaminants

and/or property damage due to water leakage or flooding.

e DO NOT use with water that is microbiologically unsafe or of unknown quality without adequate disinfection before or after the system.

e THIS SYSTEM DOES NOT REMOVE ALL SUBSTANCES THAT COULD BE PRESENT IN DRINKING WATER. This system reduces the listed substances
identified in the Performance Data Sheet.

e VERIFY THIS SYSTEM meets your water treatment needs by checking your incoming water source quality and comparing to the system’s capabilities
described in the Performance Data Sheet. Check water source quality by contacting your local water authority and/or having water tested by a qualified
laboratory. Check water quality regularly as it can change. After installation, test outgoing filtered water quality regularly to ensure system is installed
correctly and meeting your treatment needs, especially if your filter’s incoming water or plumbing system may have high contaminant levels. Actual
performance may vary depending on your local water and plumbing conditions and water-consumption patterns.

e DO NOT use product if it has been hit, dropped, or damaged.

¢ Before using, flush any new filter cartridge with water according to the Performance Data Sheet. In addition, flush the cartridge whenever the system has
not been used for more than 72 hours.

e REPLACE FILTER CARTRIDGE no later than every 6 months. If the rated gallon capacity is reached or a noticeable reduction in flow rate, change in odor
or taste occurs before 6 months of use, then replace filter promptly. Failure to replace filter cartridge according to these instructions may result in failure
of filter to reduce contaminants as designed AND/OR property damage due to water leakage or flooding.

To reduce the risk associated with choking:
e DO NOT allow children under 3 years of age to access small parts.
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NOTICE:

Read entire product manual. Failure to follow all product instructions may lead to property damage due to water leakage or

flooding. Contact a licensed plumber if you are unsure about any of the following instructions:

e System installation and use must comply with all state and local regulations and plumbing codes.

e REPLACE FILTER CARTRIDGE no later than every 6 months or sooner. Failure to replace the filter cartridge at the required time may lead to property
damage due to water leakage or flooding.

e Water Supply Pressure: If your water supply pressure is higher than 80 psi, you must install a pressure reducing valve before installing system.

e Water Hammer: if water hammer conditions may occur, you must install a water hammer arrester.

* Backflow prevention: If a backflow prevention device is installed on a water system, you must install a device for controlling pressure due to thermal
expansion.

* Booster Pump: if a booster pump is installed on a water system, you must (a) maintain and inspect the attached pressure switch regularly in accordance
with the booster pump manufacturer’s instructions; and (b) install an appropriate pressure reducing valve and maintain and inspect the valve regularly.

* When mounting the system, pick a location where (a) the filter will not be struck by other items, (b) no equipment, electrical wires or pipes will be in the
path of your drilling or tools, and (c) the fasteners will support the weight of the system when full of water.

¢ Install only on cold water supply line. DO NOT install where ambient temperatures or water temperatures may exceed 100°F (37.8°C). DO NQOT install in
direct sunlight or outdoors.

* Protect from freezing. Remove filter cartridge if temperature may drop below 40°F (4.4°C).

e DO NOT install with rigid piping (such as copper, aluminum, stainless steel, chrome plated, or anodized tubing).

e Use compatible flexible tubing with appropriate connections (such as PEX tubing, PE tubing, PP tubing). Avoid twisting during installation.

* Take care when using pliers or pipe wrenches to tighten plastic fittings, especially when installing a metal fitting to a plastic threaded connection.
DO NOT overtighten or cross thread plastic thread connections.

e DO NOT install or use if a collet or any other component is missing Contact 1-866-990-9785 (US), or your local distributor. DO NOT use product if it has
been hit, dropped, or damaged.

* Inspecton aregular basis to ensure system is performing appropriately, filter cartridges are replaced in a timely manner, and all tubing and fittings are
secure and free of leaks.

For additional product information, including product manual and spec sheets, and cartridge replacements, please contact

1-800-423-3367 www.iceomatic.com.

IMPORTANT NOTE:

* Failure to follow instructions will void warranty.
¢ Install with the inlet and outlet ports as labeled. Make sure not to reverse connections.
* Do notuse acid base sealers or wicking on plastic filter head.

Procedure for installing the Filter with 1/4” Compressed Fitting:

Read and follow Use Instructions before installation and use of this system.
NOTE: 1/4” NPT x 1/4” compression fittings are required for installation (not
included). Other fittings may be required depending on installation. For use on
1/4” copper or plastic tubing.

Step 1. Shut-off your water source.
Step 2. Locate an easily accessible section of tubing. Shut-off valve must be Figure 1 Figure 2

on inlet side of filter (Fig. 1). Cut and remove a 6” section of tubing making sure

ends are cut square.

Step 3. Unscrew nuts from compression fittings (not included) and slip

nuts and ferrules over tubing ends. If your tubing is plastic, install the tube inserts into ends of tube (see Fig. 2).

Step 4. Apply one to two turns of PTFE tape (not included) to threads of fittings. Thread fittings into ports of
filter body. Tighten fittings snuggly, but DO NOT OVERTIGHTEN (see Fig 3.).

Step 5. Connect the inlet port of the filter to the incoming water line following steps 6 and 7. Figure 3
Step 6. Insert end of tubing into compression fitting, hand tighten nut onto threads of fittings.
Step 7. With wrench or pliers, tighten compression nut one full turn. DO NOT OVERTIGHTEN

Step 8. Turn on the incoming water supply to flush out the filter into a bucket or pan thereby removing fine particles of
charcoal which may be present in the filter body. Flush one (1) gallon of water through new cartridge prior to use to remove
entrapped air and carbon fines.

Step 9. Connect the outlet port of the filter to the water line going to your equipment being served.

Step 10. Turn on water supply line. If leak occurs, tighten nuts or fittings until leak stops.

Step 11. After six (6) months, simply replace with another IFQ1-C.

Step 12. Use of the two included plastic mounts is recommended, particularly if your tubing is of a nonrigid material.

Figure 4
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Proceed as follows:

a) Peel protective backing from mounting pads and firmly apply to a clean surface. Mount pads 8 3/8”to 8 1/2” apart in a direction that most readily
accommodates your tubing. Adhesive backing may prove inadequate on certain surfaces. A wood screw or other suitable fastener may be used by piercing
through the center of the mounting pad.

b) Pass straps through eyelets of mounting pads with the toothed surface of the straps facing you.

c) Position the IFQ1-C filter over mounting pads, loop straps around bass fittings in filter body and fasten
straps securely.

d) When replacing filter, cut straps with snippers or scissors. A new mounting kit is furnished with each
replacement filter.

Figure 5
Specifications
Model Flow Rate Capacity Pressure Temperature
0.5gpm 1,500 gallons 30- 125 psi 40 -100°F
IFQ1-C
(1.9 lpm) (5678 liters) (207 - 862 kPa) (4.4-37.8°C)

Product Selection and Use: Many factors can affect whether a Ice-O-Matic product is appropriate for a particular
application and how it performs, including local water and plumbing conditions. Customer is solely responsible for
determining whether a Ice-O-Matic product meets customer’s specific application requirements, including testing incoming
source water quality and the product’s performance. Failure to properly evaluate, select, use, or maintain a lce-O-Matic
product, or to meet applicable regulations or instructions, may result in personal injury from exposure to contaminants
AND/OR property damage due to water leakage or flooding.

Limited Warranty, Limited Remedy, and Disclaimer: Ice-O-Matic warrants that this product will be free from defects in
material and manufacture for the period of one (1) year from the date of purchase. No warranty is given as to the service life
of any filter cartridge as it will vary with local water conditions and water consumption. Except as required by law. ICE-O-
MATIC MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY
IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED
WARRANTY ORCONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE OF TRADE. This warranty does
not cover failures resulting from misuse, alterations, failure to follow instructions or damage not caused by Ice-O-Matic. This
warranty does not cover labor. If the product does not conform to this warranty, then the sole and exclusive remedy is, at Ice-
O-Matic’s option, replacement of the product or refund of the purchase price. This warranty gives you specific legal rights,
and you may have other rights which may vary from state to state, or country to country. For warranty questions or service,
please call 1-800-423-3367. Proof of purchase must accompany a warranty claim.

Limitation of Liability: Except for the limited remedy stated above, and except to the extent prohibited by law, Ice-O-
Matic will not be liable for any loss or damage arising from or related to the product, whether direct, indirect, special,
incidental, or consequential (including, but not limited to, lost profits or business opportunity), regardless of the legal or
equitable theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability.
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