
CHEMICAL SANITIZING DOOR-TYPE DISHWASHER

• Built-in booster heater ensures constant 145 °F 
water to the unit for outstanding performance

• Internal sump design

• Fill and Dump design, fresh water every cycle

• Electronic timer with three selectable timed 
cycles (Normal, Medium, Heavy) for flexibility 
and performance

• Delime (manual) switch for easy removal of 
hard water deposits

• Waste accumulator with removable scrap screen

• Built-in chemical pumps and priming switches

• Low chemical indicator light

• Field convertible from straight-through to 
corner and vice versa (requires purchase of 
false panel kit)

• Powerful 1hp stainless steel wash pump

Ideal for Heavy 
Foodsoil Loads!
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CHEMICAL SANITIZING DOOR-TYPE DISHWASHER

Great For Cleaning
Pots & Pans!

®XL-HH
• Tall chamber design has a 27” clearance to 

accommodate larger ware, such as sheet pans 
and 60-quart mixing bowls

• Split-door design accommodates installations with 
low ceiling heights

• Internal sump design

• Fill and Dump design, fresh water every cycle

• Electronic timer

• 90-second cycle

• Delime mode

• Waste accumulator with removable scrap screen

• Built-in chemical pumps and priming switches

• Low chemical indicator light

• Field convertible from straight-through to corner 
and vice versa (requires purchase of false panel kit)

• Powerful 1hp stainless steel wash pump


